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Introduction 
This document contains a description how to setup the LAN-WAN routings with a C6 router. 
The build-up structure is shown below: 
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Procedure 
1. For changing the settings, you have to search the router by COMBIVIS Connect Control Center. 

The user name and password are by default “admin”. If you press the button “Discovery”, the 
actual PC-network will be scanned and found routers with Mac address will be displayed. 

 
COMBICIS Control Center > router > Local Area Network 
    

   
 

2. After connecting to the device, you can create the routing table at the option “LAN-WAN 
Routing“. It´s possible to add the IP-addresses of the WAN-LAN devices or the whole address-
area. 

 
COMBICIS Control Center > router > Local Area Network > LAN-WAN Routing 

        

Adresse eines Teilnehmers im LAN 

Adresse eines Teilnehmers im WAN 

Adressbereich der Teilnehmer im LAN 

Adressbereich der Teilnehmer im WAN 
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3. The WAN-address of the router is used as the gateway and should be set to static. If the 
address should be set dynamically, you have to change the LAN-Routing on your PC on every 
IP-change of the LAN-port. 

 
COMBICIS Control Center > router > Local Area Network > WAN Configuration 

                             
 

4. Now the routing table on the PC will be created with the windows prompt (Start > Run). The 
syntax is route add <Gateway IP of recipient> mask <Subnetmask of recipient> <IP address of 
the WAN port> 

 
Start > Run  
  

 
 
Hint: The program has to be started as administrator! 
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5. Proof the route of the PC with the command route print. Every route, which is stored at the PC, 
will be displayed. 

 
Start > Run    
  

 
 
6. Transfer the settings from the layout to the HMI LAN port in the production network. 

Hint: It’s necessary that the gateway of the LAN port of the C6 HMI contain the IP address of 
the LAN port of the C6 Router. 

 
7. Now the production network is reachable. Check this with the command  

ping <IP address of a device in the subnet>. 
 

Start > Run    

 
               
  



 

 
 
 
 
 
fq_ca_CVconnect-FAQ0002-
WanLanRoutingC6Router_en.docx 

 

Page 6 / 6

 

Disclaimer 

KEB Automation KG reserves the right to change/adapt specifications and technical 
data without prior notification. The safety and warning reference specified in this 
manual is not exhaustive. Although the manual and the information contained in it is 
made with care, KEB does not accept responsibility for misprint or other errors or 
resulting damages. The marks and product names are trademarks or registered 
trademarks of the respective title owners.  

The information contained in the technical documentation, as well as any user-specific 
advice in verbal or in written form are made to the best of our knowledge and 
information about the application. However, they are considered for information only 
without responsibility. This also applies to any violation of industrial property rights of a 
third-party. 

Inspection of our units in view of their suitability for the intended use must be done 
generally by the user. Inspections are particular necessary, if changes are executed, 
which serve for the further development or adaption of our products to the applications 
(hardware, software or download lists). Inspections must be repeated completely, even 
if only parts of hardware, software or download lists are modified. 

 

Application and use of our units in the target products is outside of our control 
and therefore lies exclusively in the area of responsibility of the user. 
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